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The 3 and 5 year quantities for Clear Air Station and Eielson AFB on Amendment 0003 are hereby corrected as follows:





	Clear AS, AK			Eielson AFB


	        3 Years:  176,310 tons 	          3 Years: 529,000 tons


	        5 Years:  299,850 tons	          5 Years: 895,000 tons





(Clear AS and Eielson AFB quantity changes are as a result of initiating an extension of the existing contract through 31 July 02.  Ordering/delivery period start date for 1, 3 and 5 year quantities begin 01 August 02). 





Ft. Wainwright’s quantities remain unchanged. (Ordering/delivery period start date for 1, 3 and 5 year quantities begin 01 Oct 02).








The following clauses are revised and added as follows:





C20.100	SULFUR CONTENT GUARANTEE (DESC (JULY 2002))


	The sulfur content of the coal to be furnished under this solicitation shall not exceed the percentage specified in the Schedule under MINIMUM QUALITY.  In the event applicable law or regulation is changed during the contract term to prescribe a lower percentage of sulfur content than that specified in the solicitation, the Government and the Contractor shall negotiate in good faith in an attempt to reach a mutually acceptable modification to the contract.  Failure of the parties to reach an agreement shall be a dispute to be resolved in accordance with paragraph (d) of Clause CONTRACT TERMS AND CONDITIONS –COMMERCIAL ITEMS (COAL)








E1.03.100	CONTRACTOR INSPECTION RESPONSIBILITIES (COAL) (DESC JULY 2002)


	(a)  The Contractor shall provide and maintain, and assure that subcontractors provide and maintain, an inspection system acceptable to the Government.  The Contractor shall prepare, and assure that subcontractors prepare, a written description covering their procedures and operations directly relating to the supplies to be furnished under this contract:  (1) receiving, (2) sampling, (3) testing, (4) calibration of testing and measuring equipment, (5) loading and shipping, and (6) records and reports.  The description shall also include the designation of key operational positions.  The inspection system, including operations related thereto and performed pursuant to this clause, shall be subject to surveillance by the Quality Representative.


	(b)  The Contractor shall either perform, or provide an independent laboratory acceptable to the  Government (see the QUALITY PROVISIONS clause) to perform, all sampling and acceptance tests set forth in this contract in order to substantiate conformance of such supplies to the quality required by this contract; when such tests are performed at origin on supplies to be accepted at destination, the Contractor shall further provide, or cause to be provided, at the point and time of acceptance, such evidence of quality that will enable the Government to verify original test results.  Such evidence of quality shall consist of an analytical test report, which shall also include barge, railcar and/or truck numbers, mine and seam (or blends) from which the coal originated.  The analytical test report will include the air-dry loss, as well as the number of increments represented by the gross sample delivered to the lab.  Deviations from standard sampling procedures shall also be noted on the report.  


	(c)  At the time of each shipment under this contract, the Contractor shall prepare and furnish to the Government a Material Inspection and Receiving Report (DD Form 250 series) in the manner and to the extent required by DoD FAR Supplement Appendix F, Material Inspection and Receiving Report, or as stated elsewhere in the contract.  The mine and seam (or blends) from which the coal originated will also be annotated on the DD Form 250.


	(d)  The Contractor shall inspect, prior to loading, all shipping conveyances to determine that such conveyances are suitable for loading.


	(e)  The Contractor shall keep all quality and quantity records, including DD Form 250 series documents, complete and available to the Government during the performance of this contract and for 3 years after final payment under this contract.		(DESC 52.246-9FC1)
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E1.04.100	QUALITY PROVISIONS (COAL) (July 2002)


	RESPONSIBILITY FOR INSPECTION.  Unless otherwise specified in the contract, the Contractor is responsible for the performance of all inspection requirements as specified herein.  Except as otherwise specified in the contract, the Contractor may use its own or any other facilities suitable for performance of the inspection requirements specified herein, unless disapproved by the Government.  The Government reserves the right to perform any inspection deemed necessary to assure supplies and services conform to the contract specifications.


	(a)  QUALITY CONFORMANCE INSPECTION.  Individual lots shall be examined as specified herein and subjected to tests for all requirements cited in the Schedule.


	(b)  INSPECTION LOT.  A lot shall consist of a heterogeneous mixture of coal to be represented by a gross sample.


	(c)  SAMPLING.


(1)  One gross sample shall represent one lot of no greater than 10,000 tons.  Collect samples in accordance with ASTM D2234 except that, the number of increments collected shall be based on the lot size and shipment loading particulars according to the following schedule:  One sample increment shall be collected for each rail car loaded.  The amount of coal loaded per railcars shall not exceed 100 tons.  Each increment shall be taken systematically by the “full stream cut” condition.


		(2)  INCREMENT.  An increment is a small portion of the lot collected by one operation of a sampling device and normally combined with other increments from the lot to make a gross sample.


�
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E1.04.100, QUALITY PROVISIONS, Continued








	(3)  INCREMENT COLLECTION CLASSIFICATION.


(i) For purposes of determining size consist the following sampling procedures of a stop-belt    sample taken at a minimum of three times per day is applicable:


(ii)  A size consist sample shall consist of 6 stop-belt increments of a minimum of 25lbs each.  Two increments shall be collected each time the belt is stopped and the belt shall be stopped at least once for every 1,500 tons of coal.  For each day’s lot of coal the first pair of stop-belt samples shall be taken at approximately 500 tons with successive pairs taken at approximately 1,500 ton intervals thereafter.  Each pair of samples shall be taken  as far apart as practical between the tripper and the end of the A-Frame building





		(4)  MECHANICAL COAL SAMPLING.


			(i)  In response to this solicitation, Contractors proposing to use mechanical sampling equipment to satisfy the collection method for condition B, full stream cut as defined in ASTM D 2234, must include with the offer a detailed description of the sampling procedures, including drawings and operating instructions.


			 (ii)  Contractor's written procedures, will also describe whether this sample method is ASTM approved (or equivalent) and complies with the collection criteria in D 2234 for obtaining a gross sample of coal.


			(iii)  Mechanical coal sampling systems, procedures and operations related thereto are subject to surveillance by the Quality Representative (QR) and must be acceptable to the Government.  The Government's acceptance will be based on an evaluation of the above data and the recommendation/checklist submitted by the QR in accordance with ASTM D 4702.


	(d)  PREPARING COAL SAMPLES FOR ANALYSIS.  The gross sample shall be prepared for analysis in accordance with ASTM D 2013.





	(e)  TEST METHODS.  The standard test methods used for coal to determine conformance to chemical and physical requirements of the contract shall be conducted in accordance with ASTM standards listed in Table I:





 TABLE I





	 TEST 	ASTM TEST METHOD NUMBER 





	Moisture, Total (as received)	D 3173, D 3302 (D 2013), or


		D 2961 (to be used for bituminous coal only,


		total moisture content not to exceed 10%


	Volatile Matter, Dry	D 3175


	Ash, Dry 	D 3174


	Sulfur, Dry	(1)D 4239 (Method B or C)


	BTU, Dry 	D 2015, D 3286, or D 1989


	Ash Softening Temperature oF	(2)D 1857


	 TEST 	ASTM TEST METHOD NUMBER 





	Free Swelling Index	D 720


	Hardgrove Grindability	D 409


	Sieve Analysis/Coal Size	(3)D 4749


	Sodium (Na2O)	(4)D 3682
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E1.04.100, QUALITY PROVISIONS, Continued








	FOOTNOTES


            (1)  As required by ASTM D3302 for total moisture content, use of a pre-heated, forced air circulation oven with 2-4 air exchanges per minute, must be used.


	(2)  Report ash fusion temperature as tested in a reducing atmosphere. 


	When H=1/2W is indicated in the Schedule of Supplies, the analysis will report the Hemispherical Temperature (HT).


	(3)  Disregard Table 3 (D 4749) for gross sample quantity and utilize the Raw (Uncleaned Coal) section of Table 2, 


		ASTM D 2234.  Collect the gross sample for sieve analysis by doubling the number of increments listed for Raw 


		(Uncleaned Coal), according to top size, for General Purpose Sampling Procedure (Table 2).  The actual weight of the


		gross sample tested will be shown on the analytical test report.  This gross sample is intended for sieve analysis 


		determination only.


	(4)  When specified in the contract.





	(f)  LABORATORY ACCEPTANCE.


		(1)  For evaluation by the Government, the Contractor's laboratory will have available and submit to the QR, at a minimum, the information required by the Sample Worksheet (FIG.X1.1), ASTM D 4182, unless evidence of laboratory accreditation from an independent laboratory association can be supplied by the Contractor.


		(2)  When applicable, the following requirements will be added as a continuation to the sample worksheet evaluation:





	VII	GRINDABILITY (Hardgrove - Machine).





		A   Date of last calibration.  Was calibration chart prepared?


		B   Is revolution counter operating and does it stop automatically after setting at 60 revolutions?


		C   Are sieving and weighing operations carried out without delay?





	VIII	FREE-SWELLING INDEX.





		A   Are proper temperature and rate of temperature rise for either electric or gas heating maintained?


		B   Do test buttons compare well to the standard profiles?





	IX	SIEVE ANALYSIS/COAL SIZE.





		A   Are round hole sieves with a staggered pattern used when sizing for 1/4" or larger coal?


		B   Do sieve plates show any visible damage?


		C   Are sieve plates painted, plated, or coated?


		D   Is a continuous mechanical sieve shaker used?


		E   Before and after sieving, is the test sample/sieved coal weighed to within .5% or better?


			(DESC 52.246-9FC5)
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E25.03.100	SAMPLING AND EVALUATION (COAL) (ALASKA) (DESC JULY 2002) 


	(a)  The Contractor shall sample all coal at the tipple as the coal is being loaded into the rail cars.  The Government may have a representative present during coal loading and sampling.  The Contractor shall collect samples consistent with standard methods  prescribed by the American Society for Testing Materials.  The Contractor shall send the sample for analysis to the U.S. Army Petroleum Center (USAPC) Laboratory in New Cumberland, PA.  The USAPC’s analysis of the sample shall be final and conclusive for both parties with respect to the actual tonnage sampled.


	(b)  If the heating value of the coal falls below the guaranteed analysis  stated on the Award Continuation Sheet, the Contractor will be debited an amount equal to 1 percent of the delivered price for each 100 BTU/lb. that the monthly average (rounded to the nearest 100 BTU/lb.) exceeds the Contractor’s guaranteed As Received BTU/lb.  The delivered price for this calculation is the f.o.b. mine price per ton plus transportation charges, or f.o.b. destination price, which includes all transportation charges paid by the Contractor, plus any applicable handling or product treatment costs. 


	(c)  If the heating value of the coal exceeds the guaranteed analysis stated on the Award Continuation Sheet, the Contractor will be credited an amount equal to 1 percent of the delivered price for each 100 BTU/lb. that the monthly average (rounded to the nearest 100 BTU/lb.) exceeds the Contractor’s guaranteed As Received BTU/lb. The delivered price for this calculation is the f.o.b. mine price per ton plus transportation charges, or f.o.b. destination price, which includes all transportation charges paid by the Contractor, plus any applicable handling or product treatment costs.


	(d)  The debits and credits will be adjusted every six months by the Government by subtracting  the total credit amount from the total debit amount based on weighted monthly averages of the total amount of coal delivered and its corresponding analysis(es).  If the total debits exceed the total credits, the Contractor shall pay the Government the difference between the credits and the debits.  The Government may elect, at its option, to have  the Contractor repay amounts owing to the Government by cash payment or as a credit against existing unpaid invoices due the Contractor.  The Contractor shall not be paid and the contract price shall not be increased if the total credits exceed the total debits.


	(e)  The Government, at its option, may take samples of coal delivered under this contract for verification of Contractor samples.		(DESC 52.246-9FM5)








4.  All other terms and conditions of SP0600-02-R-0007 remain unchanged.





