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C16.26-11
ARMY DIESEL FUEL REQUIREMENTS FOR HIGH SULFUR AND LOW SULFUR SHIPS' BUNKERS


(DESC MAR 2003)


(a)  Any reference to ASTM in this clause means the latest revision thereof, as set forth in the DODISS SPECIFICATIONS clause.


(b)  CLASSIFICATION.

DESC
MAXIMUM









PRODUCT
SULFUR

NATIONAL STOCK NUMBER 
PRODUCT NOMENCLATURE   
    CODE     
 CONTENT 

RED DYE



9140-01-456-9443

Grade No. 2-D 
DF2
0.50 wt%
Yes



9140-01-413-7511

Grade Low Sulfur, No. 2-D
DLS
0.05 wt%
Yes


(c)  REQUIREMENTS.  The diesel fuel oil shall meet the physical and chemical requirements of ASTM D 975, with the following exceptions:



(1)  The maximum cloud point shall be equal to or lower than the tenth percentile minimum ambient temperature for the area in which ambient temperatures for U.S. locations are shown in Appendix X4 of ASTM D 975.



(2)  Total particulate level as measured by ASTM D 6217 shall not exceed 10 mg/L.


(d)  RED DYE.  The Internal Revenue Service requires that a red dye, identified as Solvent Red 164 (alkyl derivatives of azo benzene azo naphtho), must be added to all nontaxable diesel fuel as a means of identification.  The minimum concentration is provided in 40 CFR Part 80.
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