C16.43
FUEL OIL, BURNER (PC&S) (JAPAN) (DESC JAN 2003)


(a)  CLASSIFICATION.  Burner fuel oil shall conform to Japanese Standard JIS K 2204.  Product shall be classified in accordance with the pour point requirement shown below:



PRODUCT
PRODUCT
POUR POINT

NATIONAL STOCK N UMBER
NOMENCLATURE    
   CODE    

REQUIREMENT

9140-01-408-7183
Burner Fuel Oil, No. 1
FJ1
-2.5oC maximum


9140-01-408-7198
Burner Fuel Oil, Special Class 3
FJ3
-30oC maximum


(b)  SEASONAL POUR POINT AND COLD FILTER PLUGGING POINT (CFPP) REQUIREMENTS.


(1)  Mainland Japan (except Hachinoe and Misawa AFB) requires FJ1 with the following seasonal pour point and CFPP limits:




MONTHS
POUR POINT
CFPP


June to August
5oC maximum
Report


November 16th to February 29th
-7.5oC maximum
-5oC maximum


March to May; September to November 15th
-2.5oC maximum
-1oC maximum



(2)  Hachinoe and Misawa AFB require FJ1 from April 1st to November 14th and FJ3 from November 15th to March 31st of each year in a multiyear contract.  The pour point for FJ3 during the months required shall be -30 degrees Celsius maximum and the CFPP shall be -19 degrees Celsius maximum.




(DESC 52.246-9FBW)

