GUIDANCE FOR PERFORMING QUALITY ASSURANCE OPERATIONS

MIL-STD-1548, CLASSIFICATION TYPE 1 - ATA / NFPA
Into-Plane Surveillance Check-sheets

	Part 2 – Type I, MIL-STD 1548-E

	*
	Reference:
	Requirement
	Complies
	Does Not Comply
	N/A

	
	4.1.1
	Defueled product from other than U.S.Government aircraft is not used to refuel U.S.Government aircraft.
	
	
	

	
	4.1.1, Table I
	Product defueled from U.S.Government aircraft meets the requirements of Table I before being returned to U.S.Government aircraft.
	
	
	

	
	4.1.1.1
	Aircraft containing JP-8+100 is not defueled into fuel servicing equipment which is not equipped with water absorption media filter elements or API 1581, 4th Edition, M100 category elements.
	
	
	

	
	4.1.1.1
	JP-8+100 defueled product is only returned to the aircraft from which it was defueled.
	
	
	

	
	5.1.1
	Jet Fuel Specification and Purity Standards are applied in accordance with ATA 103.
	
	
	

	
	5.1.1.1
	Proper procedures are employed for additive injection when required. 
	
	
	

	
	5.1.3
	Aircraft fueling equipment requirements are in accordance with ATA 103.
	
	
	

	
	5.1.3.1.1
	Grounding plugs meet the requirements of MIL-C-83413/4.
	
	
	

	
	5.1.3.1.2
	Grounding clamps meet the requirements of MIL-C-83413/7, or equivalent.
	
	
	


Comments:
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· Check-sheet requirement IAW parent document, no change has been made to referenced paragraph.

Place a check (X) if the requirement is still valid.  Place an “M” if the requirement has been modified and add the modified requirement to the narrative.  Line out any check sheet item that has been deleted.


