GUIDANCE FOR PERFORMING QUALITY ASSURANCE OPERATIONS

MIL-STD-1548, CLASSIFICATION TYPE II – JIG I

Contract - Into-Plane Surveillance Check-sheets

	Part 1 – Type II, Contract Requirements

	*
	Reference:
	Requirement
	Complies
	Does Not Comply
	N/A

	
	 B15.01. IX (DESC FEB 2003)
	Approved contract exceptions have been fully implemented and are IAW with contract.


	
	
	

	
	 E5 & E17
	The contractor is familiar with contract clause E5 and E17 to include the Governments right to inspect; the contractor’s responsibilities to furnish facilities and assistance; rejection criteria, removal of rejected supplies; and the Government’s authority to verify quality and equitable price reduction relating to replacement of services and product. 


	
	
	

	
	E17
	A written inspection system in the form of an approved Quality Control Plan (QCP) is in place and covers the requirements of the E17 clause.  Is it reviewed and updated as necessary?
	
	
	

	
	E5, E17 & F56.01
	Is certified evidence of quality adequate to ensure specification product is supplied and delivered under this contract? 
	
	
	

	
	E17
	Contractor is familiar with sample can availability, sampling of product, and packaging and shipment of samples.
	
	
	

	
	E17 & E35.02
	Contractor is familiar with procedures available to him or her regarding contract deviations and waivers relating to product and services and the meaning of “extraordinary situation” as it relates to the contract. 
	
	
	

	
	Clause F56.01
	Is the contractor familiar with the processing of Air Card issues, imprinter operation, and the proper execution of invoicing procedures?  Are there difficulties in getting paid for product and services? 
	
	
	

	
	C2 & C16.08 for AvFuel)

(C-16.15 Clause for Avgas)
	Is the contractor aware of required product specifications (ASTM D 1655) and how they differ from requirements unique to product supplied under this contract? 
	
	
	

	
	B15.01, C16.08 & C16.64
	Are all additive contract requirements met?

 
	
	
	

	
	E5
	Records are kept up to date, complete and readily available to Government inspectors (QAR’s).
	
	
	

	
	C16.08(a)
	The Aviation Turbine Fuel shall conform to the requirements of ASTM D 1655, Standard Specification for Aviation Turbine Fuels.
	
	
	

	
	C16.08(b)
	When FSII is required by contract line item, did the fuel shall contain from 0.07 to 0.20 percent by volume FSII.
	
	
	

	
	C2(a)(3)
	Does the contractor obtain, package and ship samples of the Jet fuel to an approved testing laboratory at the beginning of the contract period and every 90 days thereafter? (180 days AVGAS)
	
	
	

	
	C2(a)(3)(iii)
	Are samples taken in a properly prepared epoxy coated can suitable for thermal stability testing? (ASTM D4306 Para 6.4)
	
	
	

	
	C2(a)(3)(iii)
	Immediately prior to sampling, was the sample can rinsed three times with the fuel to be sampled? (ASTM D4306 Para 6.4)
	
	
	

	
	C2(a)(3)(iii)
	Was a properly prepared DD Form 1222 submitted to the testing laboratory with the sample?
	
	
	

	
	C2(a)(3)(iii)
	Was the sample tested for flash point, freezing point, FSII content (if required), and thermal stability?
	
	
	

	
	C2(a)(3)(iii)
	Did the sample pass all the test requirements? (ASTM1655 / MIL-STD-1548D 5.2.1.1)
	
	
	

	
	C2(a)(3)(iii)
	Are there any Corrective Action Requests against this process outstanding from previous audits?
	
	
	


Comments:
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· Check-sheet requirement IAW parent document, no change has been made to referenced paragraph.

Place a check (X) if the requirement is still valid.  Place an “M” if the requirement has been modified and add the modified requirement to the narrative.  Line out any check sheet item that has been deleted.


