GUIDANCE FOR PERFORMING QUALITY ASSURANCE OPERATIONS

MIL-STD-1548, CLASSIFICATION TYPE II - JIG 1
Into-Plane Surveillance Check-sheets

	Part 2 – Type II, MIL-STD 1548-E

	*
	Reference:
	Requirement
	Complies
	Does Not Comply
	N/A

	
	 1 – 1.2
	Contractor is familiar with and satisfying the requirements associated with the Type II Standard Practice -Joint Into-Plane Fueling Services
	
	
	

	
	2.2,  2.2.1,  2.3
	The contractor is adhering to specified specifications, standards, and handbooks.
	
	
	

	
	4.1.1
	Defueled product from other than US Government aircraft is not being used to refuel US Government aircraft. 
	
	
	

	
	4.1.1, Table I
	Product defueled from U.S.Government aircraft meets the requirements of Table I before being returned to U.S.Government aircraft.
	
	
	

	
	5.1.1.2
	Proper procedures are employed for additive injection when required. 
	
	
	

	
	5.1.2
	Proper notification regarding hydrant system modifications, changes or construction work is complied with
	
	
	

	
	5.2.2.1 a & b
	Bonding/Grounding wires are being tested continuity and ohmic resistance in accordance with paragraph 
	
	
	

	
	5.2.2.2.
	Storage tanks are inspected and cleaned IAW paragraph 
	
	
	

	
	5.2.4.1
	Filtration requirements listed in paragraph being met in its entirety.
	
	
	

	
	6.5, Table III  
	Sample submissions are forwarded to the laboratories listed in (others when contract waivers approved by contracting officers) for OCONUS operations.
	
	
	


Comments:
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· Check-sheet requirement IAW parent document, no change has been made to referenced paragraph.

Place a check (X) if the requirement is still valid.  Place an “M” if the requirement has been modified and add the modified requirement to the narrative.  Line out any check sheet item that has been deleted.


