C13.02	SIZE, SIZE CONSIST, AND PREPARATION (GERMANY) (DESC JUN 1990)


	(a)  Where single screened and/or crushed coal of a definite size consist is required by the contract, all coal delivered there under shall meet or be better than the size consist specified in the attachment entitled Specifications of Solid Fuel.


	(b)  If the size consist of the car or cars, or truckloads or truck sampled and screened, fails to meet the size consist required by attachment entitled Specifications of Solid Fuel, the coal will be rejected and the Contractor required to remove the coal at its expense.


	(c)  No coal will be rejected for failure to meet size consist requirements unless a size consist sample has been drawn and screened, unless it is obvious upon a visual inspection that the coal fails to meet size consist requirements and that fact is acknowledged by a Contractor's representative.  The screening test at the receiving activity shall be conclusive as to whether the size consist requirement has been met.


	(d)  The screened sample shall be retained in a protected place for seven full days, not counting the day the sample is screened, and shall be available for inspection by the Contractor and/or the Contracting Officer.





		Example:  Sample Screening Date:	15 Nov


		Holding Period:			16-22 Nov


		Destroy Sample:			23 Nov





	(e)  Coal rejected for noncompliance with size consist requirements may be accepted at an adjusted price recommended by the receiving activity and agreed to by the Contractor and the Contracting Officer.


	(f)  Double screened coal in all sizes shall be so prepared as to be reasonably free from fines, oversize coal, or undersize coal.  Single screened coal (screenings, slack, or mechanically fired steam coal) shall be reasonably free from oversize coal.
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