C16.18-16
GASOLINE, AUTOMOTIVE, UNLEADED (PREMIUM) (PC&S) (GREECE) (DESC OCT 1994)


Product must conform to the following specifications:


CHARACTERISTICS 




VALUE 


TEST METHOD

Density at 15oC





0.725-0.780

ISO 3675


Research Octane Number




95 minimum

ISO 5164


Motor Octane Number




85 minimum

ISO 5163


Induction Period, minutes




360 minimum

ISO 7536


Sulphur, mass% 





0.1 maximum

ISO 8754


Lead Content, g/l





0.013 maximum

ASTM D 3237


Existant Gum, mg/100ml (washed)



5 maximum

EN 5


Reid Vapour Pressure, kPa




35-70(a)


EN 12


Copper Corrosion, 3 hrs at 50oC



No 1 maximum

ISO 2160


Benzene, %volume





5 maximum 

ASTM D 2267


Distillation









ISO 3405



evap at 70oC %volume




15-45



evap at 100oC %volume




40-65



evap at 180oC %volume




85 minimum


FBP DEG oC





215 maximum


Residue, %volume





2 maximum


Vapour Lock Index (VLI)




900/1000 maximum(b)
Calculated


Oxygen Content, mass%




2.5 maximum


Ethanol, volume%





5 maximum


MTBE, volume%





10 maximum


(a)  1 April to 31 October
-
35-70kPa



 1 November to 31 March
-
45-80kPa


(b)  1 April to 31 October
-
900 maximum



 1 November to 31 March
-
1000 maximum


VLI is calculated from VLI = (10 x RVP in kPa) + (7 x EVAP at DEG oC)





(DESC 52.246-9FJE)

