C16.18-19
GASOLINE, AUTOMOTIVE, UNLEADED (PREMIUM) (NATO F67) (DESC MAR 2000)


(a)  Premium gasoline shall conform to specification EN 228:1999.


(b)  Product volatility shall conform to the requirements of volatility class A, B, C, or C1 during the period May 1 to September 30; product volatility shall conform to the requirements of volatility class D1 or E1 during the period November 1 to March 31.  During the transition periods of April and October, volatility classes A through E1 are acceptable.


(c)  Product appearance shall be as described below:



At the time of Government acceptance, the finished fuel shall be visually free from undissolved water, sediment, and suspended matter and shall be clear when tested in accordance with ASTM D 4176, Procedure 1.  In case of dispute, the fuel shall be clear and bright at 21 degrees Celsius (70 degrees Fahrenheit) and shall contain no more than 0.01 percent volume maximum sediment and water when tested in accordance with ASTM D 2709.


(d)  MATERIALS.  The gasoline shall consist essentially of volatile hydrocarbons together with other additives blended so that the product complies with all requirements of this clause.  Approved antioxidants and metal deactivators are listed in paragraph (e) below.


(e)  APPROVED ADDITIVES.  The following materials are approved for use in gasoline supplied to meet this requirement.  Commercial additives containing the active ingredients listed below dissolved in organic diluents at the maximum practical concentration may be included in offered gasoline.



(1)  ANTIOXIDANTS.  Only the following inhibitors may be used at a concentration of not more than 43 grams of inhibitor (active ingredient basis) per cubic meter of gasoline:




(i)  NN'-disecondary-butyl-para-phenylenediamine.




 (ii)  2,6-ditertiary-butyl-phenol.




(iii)  2,6-ditertiary-butyl-4-methyl-phenol.




(iv)  2,4-dimethyl-6-tertiary-butyl-phenol.




 (v)  Mixed tertiary-butyl-phenols.



(2)  METAL DEACTIVATORS.  Only the following inhibitors may be used at a concentration of not more than 8.6 grams of inhibitor (active ingredient basis) per cubic meter of gasoline:




(i)  NN'-disalicylidene-propylene diamine.




 (ii)  NN'disalicylidene-methylamine-dipropylene-triamine.
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