C16.18-5
GASOLINE, AUTOMOTIVE, LEADED (REGULAR/PREMIUM) (DESC SEP 1986)


(a)  Product must conform to the following specifications:

CHARACTERISTICS 
VALUE 
ASTM METHOD 

Specific Gravity at 15oC
0.750 Max
D 1298

Distillation, oC



D 86

10% Recovered


70 Max

50% Recovered


121 Max

90% Recovered


190 Max

Final Boiling Point

225 Max

Residue, Volume %

2 Max

Reid Vapor Pressure, PSI

D 323


1 Apr - 31 Oct


9.0 Max


1 Nov - 31 Mar

11.5 Max

Sulfur, Wt %



0.15 Max
D 1266

Research Octane No.

96 Min
D 2699

Lead Content, g/l


1.78 Max
D 2599, D 2547

Copper Strip Corrosion

D 130

(3 Hours at 50oC)


1 Max

Inorganic Acidity, Mg KOH
Nil
D 974

Existant Gum, Mg/100ml
4 Max
D 381

Oxidation Stability, Minutes
480 Min
D 480

Water and Sediment, Volume %
0.01 Max
D 2709

Color



Green


(b)  Finished product shall be visually free from undissolved water, sediment, and suspended matter.  Product must also be clear and bright using ASTM D 4176 at ambient temperature or 70 degrees Fahrenheit, whichever is higher.





(DESC 52.246-9FGK)

