C16.18-7
GASOLINE, AUTOMOTIVE, UNLEADED (REGULAR) (PC&S) (AUSTRALIA) (DESC JAN 2001)


Automotive gasoline shall conform to Australian Standard 1876-1990 with the following additional requirements:


(a)  DISTILLATION LIMITS.  Distillation limits (ASTM D 86, latest revision) shall be as follows:



PERCENT EVAPORATED 
DEGREES C



50

 77 min.




90

185 max.




FBP

225 max.




Residue 

2 vol.% max.


(b)  TIME PERIODS FOR VOLATILITY LIMITS.



(1)  During the period October 1 to March 31, gasoline shall conform to the following additional volatility limits (volatility class C):




(i)  Vapor pressure (ASTM D 323, ASTM D 4953, ASTM D 5190, or ASTM D 5191) shall be 79 kPa (11.5 psi) maximum.




 (ii)  Additional distillation limits shall be as follows:




PERCENT EVAPORATED 
DEGREES C



10

  60 max.




50

116 max.



(2)  During the period April 1 to September 30, gasoline shall conform to the following additional volatility limits (volatility class E):




(i)  Vapor pressure (ASTM D 323, ASTM D 4953, ASTM D 5190, or ASTM D 5191) shall be 103 kPa (15.0 psi) max.




 (ii)  Additional distillation limits shall be as follows:



PERCENT EVAPORATED 
DEGREES C



10

  50 max.




50

110 max.
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