C16.25
FUEL OIL, DIESEL (NEW ZEALAND) (DESC JUL 1998)


Diesel fuel oil shall conform to the following specifications:


TEST  



 LIMITS  
TEST METHOD 

Density @15oC, kg/l 
0.810 - 0.860 
ASTM D 1298


Appearance @15oC 
Clear & Bright 
ASTM D 4176


Color



3 max 
ASTM D 1500


Cetane number

45 min
ASTM D 613



or index 


47 min
ASTM D 976


Cloud point1, oC
4 max 
ASTM D 2500



Summer


Cloud point or Cold filter plugging point (CFPP),
-6 max
ASTM D 2500



oC1 - Winter



or







IP 309


Viscosity, cst @40oC
1.50 - 5.00
ASTM D 445


Flash point, oC

61 min
ASTM D 93


Sulfur, % mass

0.30 max
IP 242


Copper strip corrosion, 3 hrs @100oC, rating 
1 max 
ASTM D 130


Ash, % mass 


0.01 max
ASTM D 482


Carbon residue, 10% btms, % mass
0.20 max
ASTM D 524


Distillation, 85 % vol recovered, oC 
350 max 
ASTM D 86


NOTE 


1/  Applies at time of manufacture in New Zealand or, for imports, date of discharge into port storage at a New Zealand port.



Summer:  1 September to 31 January



Winter:  1 February to 31 August



For locations subject to severe cold periods, a maximum -9 CFPP is recommended.
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