C16.26-10
FUEL OIL, DIESEL - SUMMER (TEMPERATE) AND WINTER (ARCTIC) GRADES (BOSNIA) 


(DESC FEB 2002)


(a)  Summer (Temperate) Grade Diesel conforming to EN 590:1999, Grade A (CFPP plus 5 degrees Celsius maximum) is required from May 1st to September  30th for U.S. forces and non-U.S. forces.


(b)  Winter (Arctic) Grade Diesel conforming to EN 590:1999, Arctic Class 1 is required from October 1st to April 30th for U.S. forces and non-U.S. forces.



(1)  If the Contractor wishes to meet this requirement by blending two different finished distillate fuel grades, one or more of which does not meet all requirements of EN 590:1999, Arctic Class 1, the offeror shall, prior to production of the blend--




(i)  Provide full specification test data on a representative hand blend of the two grades;




 (ii)  Identify the approximate percentage by volume of each component used to achieve the results obtained above;




(iii)  Provide documentation indicating the specification controlling each of the two distillate fuel grades used as blending components; and




(iv)  Identify the type and concentration of any additives included in the hand-blend.



(2)  In addition, the following information shall be annotated on each test report for conforming Arctic Class 1 diesel batches produced by the procedure noted above:




(i)  The percentage of each product grade included in the blend; and




 (ii)  The type and concentration of additives included in the blend.



(3)  Contractors using the approach outlined in (b)(1) and (b)(2) above must ensure that the resulting blend meets all requirements of EN 590:1999, Arctic Class 1.


(c)  APPLICABLE TO ALL DIESEL GRADES.



(1)  The following additional tests will be performed and results reported:


Color
ISO 2049 / ASTM D 1500


Acid Number
ISO 6618 / ASTM D 974



(2)  In addition to the EN 590 specification requirement for water content of 200 mg/kg maximum, and particulate content of 24 mg/kg maximum, the diesel fuel shall be visually free of undissolved water and sediment with a maximum haze rating of 2 when tested in accordance with ASTM D 4176, Procedure 2.  In case of dispute, the haze rating shall be determined at 25 degrees Celsius (77 degrees Fahrenheit) with a maximum haze rating of 2 and shall contain no more than 24 mg/kg sediment and no more than 200 mg/kg water.
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