C16.26-3
FUEL OIL, DIESEL (DF2) (PC&S) (GREECE) (DESC SEP 1986)


Product must conform to the following specifications:

CHARACTERISTICS 
VALUE 
ASTM METHOD
Specific Gravity at 15oC
0.870 Max
D 1298

Distillation, oC

D 86

50% Recovered
Report

90% Recovered
360 Max

End Point

370 Max

Residue, Volume %
3 Max

Flashpoint, oC
55 Min
D 93

Sulfur, Wt %

0.5 Max
D 2622

Viscosity at 40oC, Cst
1.8-6.0
D 445

Water and Sediment, Vol %
0.1 Max
D 2709

Cetane Index

50 Min
D 97

Carbon Residue on 10%


Bottom, Wt%

0.2 Max
D 524

Copper Strip Corrosion
3 Max
D 130

Pour point, oC


D 97


1 Oct-15 Mar
-8 Max


16 Mar-30 Sep
0 Max

Ash, Wt %

0.02 Max
D 482

Color

0.5-3.0
D 1500

Cloud point, oC
-3 Max
D 2500

Accelerated Stability, Mg/l
1.5 Max
D 2274

Particulate Contamination, Mg/l
10 Max
D 2276

Finished product shall be visually free from undissolved water, sediment, and suspended matter.  Product must also be clear and bright using ASTM D 4176 at ambient temperature or 70oF, whichever is higher.



(DESC 52.246-9FDE)

