C16.26-5
FUEL OIL, DIESEL (PC&S) (KOREA) (DESC AUG 1998)


(a)  CLASSIFICATIONS.  Diesel fuel oil shall conform to the Korean Industrial Standard KSM 2610 (latest revision) as modified by (b).  Product shall be classified as shown below:


DESC


PRODUCT
POUR POINT

NATIONAL STOCK NUMBER 
PRODUCT NOMENCLATURE 
    CODE     
REQUIREMENT

9140-01-409-1057
Diesel Fuel Oil, Class 3
DKR
Seasonally adjusted





(see (b) below)


9140-01-409-1064
Diesel Fuel Oil, Class 3 Special
DKW
-30oC maximum





(all year-round)


(b)  SEASONAL POUR POINT AND COLD FILTER PLUGGING POINT (CFPP) REQUIREMENTS.  In order to prevent gelling in above-ground storage tanks, the pour point and cold filter plugging points for DKR shall be adjusted in accordance with the table below.  The cold filter plugging point shall be tested using Institute of Petroleum (IP) Method 309.  An additive may be used to improve the cold flow characteristics of the finished fuel.  If an additive will be used, the offer must include the type of additive and the amount that will be used.



POUR POINT


MONTH
REQUIREMENT
CFPP REQUIREMENT


December, January,
Report
-17o C maximum


February


March
-17o C maximum
Not required


April
-5o C maximum
Not required


May, June, July,
0o C maximum
Not required


August


September
-10o C maximum
Not required


October, November
Report
-10o C maximum


(c)  ALL FACILITIES REQUIRING DIESEL FUEL FOR ON-HIGHWAY USE SHALL BE SUPPLIED PRODUCT WITH A MAXIMUM SULFUR CONTENT OF 0.05 WEIGHT PERCENT.



(DESC 52.246-9FEA)

