C16.77
FUEL OIL, DIESEL (DF2) (FMS HONDURAS) (DESC JUL 1998)


Diesel fuel oil, grade DF2, shall be supplied using the following in-country commercial specification for Honduras:


(a)  API gravity (ASTM D 287) shall be 30.0 minimum at 60oF.


(b)  Flash point (ASTM D 93) shall be 140oF minimum.


(c)  Viscosity (ASTM D 445) shall be 2.3 - 4.1 cst at 40oC.


(d)  Pour point (ASTM D 97) shall be 20oF maximum.


(e)  Sulfur (ASTM D 1551) shall be 0.50 weight percent maximum.


(f)  Copper strip corrosion (ASTM D 130) shall be 1b maximum when tested for 3 hours at 122oF.


(g)  Cetane index (ASTM D 976) shall be 43 minimum.


(h)  Ash content (ASTM D 482) shall be 0.005 weight percent maximum.


(i)  Neutralization number/strong acid number, SAN (ASTM D 974) shall be 0.5 mg KOH/g maximum.


(j)  Distillation, degrees F (ASTM D 86), shall be as follows:



 50 percent recovered, maximum
560



 90 percent recovered
Report



 End point, maximum
710



 Residue, volume percent
Report


(k)  Water and sediment (ASTM D 2709) shall be reported.
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