E18
INSPECTION AND CLEANING OF BULK PETROLEUM STORAGE TANKS (DESC NOV 1999)


(a)  The Contractor shall maintain and make available upon request the following historical data relative to each storage tank provided:



(1)  Date and type of construction;



(2)  Name of installing contractor;



(3)  Product service (past and present) and dates;



(4)  Date of last cleaning/physical entry inspection and contractor's name;



(5)  Structural condition based on cycle inspection at the time of cleaning or repair;



(6)  Record or tank repairs;



(7)  Tank dimensions and capacity;



(8)  Inspection and tank cleaning frequency;



(9)  Tank coating history;



(10)  Tank strapping charts;



(11)  As built drawings (if available); and



(12)  Records of product tests and trends.


(b)  At the Contractor's expense, the Contractor shall empty, inspect, and clean each bulk petroleum storage tank and dispose of all tank bottom waste for each tank furnished under this contract at the following intervals:



(1)  AVIATION FUEL STORAGE TANKS.



(i)  Every 4 years for uncoated storage tanks without an inlet-filter separator;




 (ii)  Every 6 years for either a coated tank without an inlet filter separator, or for an uncoated tank with an inlet-filter separator; and




(iii)  Every 8 years for coated tanks with an inlet-filter separator.




(iv)  For storage tanks with direct receipt of fuel from barge or tanker, the frequency for physical entry inspection and cleaning will be 3, 5, and 8 years for (i), (ii), and (iii) above, respectively.




(v)  Tanks will be emptied, cleaned, and inspected more frequently than the periods stated in (i) through (iv) above when sample analysis indicates a build up of sediment in the tanks.



(2)  GROUND AND MARINE FUEL STORAGE TANKS.  Tanks will be emptied, cleaned, and inspected when sample analysis indicates a build up of sediment in the storage tanks.


(c)  The time for cleaning will be measured from the date of the last cleaning regardless of whether the tank was under contract with DESC at the time of the last cleaning.


(d)  MIL-STD-457B, dated March 20, 1989, is hereby incorporated by reference.  Samples will be taken and tested at Government expense.  If tank cleaning is required earlier than the criteria listed in (b)(1) above and the Government is shown to be at fault, then the Government will be responsible for cleaning, sampling, and testing  costs.  In all other cases, tanks requiring cleaning will be removed from revenue and cleaned at the Contractor's expense.





(DESC 52.246-9FF1)

