E24.03	INSPECTION AND ACCEPTANCE (COAL) (ALASKA) (DESC APR 1997) (REV)


	(a)  All coal shall be (1) reasonably free from slate, bone, sulfur balls, dirt, tramp iron, frozen coal, extraneous foreign matter, and other characteristic impurities, (2) is not oxidized or weathered, (3) is properly prepared and meets the contract size requirements, and 	(4) is of the analytical quality equal to or better than the Minimum Specification Quality Required.


	(b)  If upon visual inspection the Government determines that any coal delivered hereunder is (1) not reasonably free from slate, bone, sulfur balls, dirt, tramp iron, frozen coal, extraneous foreign matter, or other characteristic impurities, (2) is oxidized and/or weathered, or (3) does not meet contract size requirements, and (4) is not of analytical quality equal to or better than the Minimum Specification Quality Required, the Contracting Officer or his designated representative may reject the coal by prompt telephonic or telegraphic notice, confirmed in writing, to the Contractor.  All notices of rejection shall state the car numbers containing the rejected coal and the specific reason or reasons for the rejection. 


	(c)  All coal delivered under this contract must be the size specified in the “Contractor’s guarantees” on DESC Form 6.37-A incorporated in the contract.  If upon visual inspection double-screened coal obviously exceeds the top size or obviously fails to meet the minimum bottom size guaranteed by the Contractor, the Contracting Officer or his designated representative may reject the coal by prompt telegraphic or telephonic notice, confirmed in writing, to the Contractor.  The rejected coal shall not be unloaded and a size consistent sample shall be taken from the tops of the railcars.  Collection and preparation of the samples will be in accordance with ASTM D 4915, Manual Sampling of Coal from Tops of Railroad Cars.  The Sampling Pattern, Method of Increment Collecting, and Coal Quantity Represented by a Sample are described in Section 6, paragraph c, Collection of Size Consistent Samples, of DESCM 4185.1, Quality Assurance Procedures for Receipt of Coal Procured through DESC.  Sieve analysis will be performed in accordance with ASTM D 4749, Standard Test Method for Performing the Sieve Analysis of Coal and Designating Coal Size, paragraph 11, Procedure, using round hole plates for the maximum and minimum sizes.  An automatic shaker will be used to perform the actual sieving of the coal sample.  The time the automatic shaker will be run will be that time recommended by the manufacturer of the shaker for the type of coal being sampled.  The size consist test at destination (using installation) taken by the car top method will be conclusive. All notices of rejection shall state the car numbers containing the oversize and/or the undersize coal, the approximate size of the coal declared to be oversize and/or undersize, and the approximate percentage of this oversize and/or undersize coal.  Coal so rejected may be later accepted at an adjustment in price in accordance with subparagraph (d)(3) of this clause.


	(d)  In the event that coal is rejected pursuant to (b) above, the Government, at its option, may exercise one or more of the following rights: 


		(1)  Require the Contractor at the Contractor's expense to replace the rejected coal with an equal quantity of coal that meets the requirements of this contract.


		(2)  Require the Contractor, in the event coal is frozen to the sides or bottom of the rail cars, to bear the additional expense involved in unloading at destination or diverting the cars. 


		(3)  Accept the previously rejected substandard coal in which event the contract price shall be reduced in an amount to be agreed upon by the Contractor and the Contracting Officer.  Failure to agree to the amount of the reduction shall be considered a question of fact within the meaning of paragraph (d), Disputes, of the CONTRACT TERMS AND CONDITIONS - COMMERCIAL ITEMS clause.


	(e)  The Contractor shall be liable for any damage to the Government's crushing and conveying equipment caused by the presence of tramp iron or other foreign bodies in the coal at the time of loading into the rail car at the tipple.
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